
기본형 소음계 S11
(Simple Sound Level Meter S11)

환경측정기기 형식승인 제 NESM-221호 

소음계 S11 및 부속기기 

 환경소음측정용, 클래스 2

 모니터링용 LED 전광판 출력 연결 확장 기능

 1 채널 IEPE 타입 마이크로폰 입력

 샘플링 주파수 : 22.05 kHz

 주파수 분석범위 : 20 Hz to 15 kHz

 측정범위

- High : 35~130dB

- Middle : 35~113dB

- Low : 35~97dB

 동적범위 : 68dB

 83 mm x 162 mm x 35 mm 크기, 280g 무게

 작동 온도 범위 : 0 °C to 50°C

 저장 온도 범위 : -20 °C to 70°C

 전원 : DC3V/0.4W, “AA” 크기 알카라인건전지 2 개

 SPL : RMS, Max, Min, Peak Max

 Leq : Inst, Avg, Max, Min, Peak max

 Frequency Weighting : Z, A, B, C

 Time Constant : F, S, I

 SD 카드에 소음레벨값 저장(txt 파일)

 마이크로폰 교정 기능

LED전광판 모니터링  공동주택 층간소음측정  CE, KC 인증기기 /백라이트 기능 
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Simple Sound Level Meter S11

SLM S11 and accessories 

 Environmental noise monitoring, Class 2

 IEC 61672:2002-1 Class 2, IEC 60651:1979 Type 2, IEC

60804:1985 Type 2

 Connection extension option for output to LED

display board for monitoring

 1CH IEPE type microphone Input

 Sampling Frequency : 22.05 kHz

 Frequency range : 20 Hz to 15 kHz

 Measurement range

- High : 35~130dB

- Middle : 35~113dB

- Low : 35~97dB

 Dynamic range : 68dB

 Size and weight : 83 mm x 162 mm x 35 mm, 280g

 Operating temp. range : 0 °C to 50°C

 Storage temp. range : -20 °C to 70°C

 Power : DC3V/0.4W, 2X “AA” Alkaline battery

 SPL : RMS, Max, Min, Peak Max

 Leq : Inst, Avg, Max, Min, Peak max

 Frequency Weighting : Z, A, B, C

 Time Constant : F, S, I

 Recording the measured data in SD card(.txt format)

 Microphone calibration available

LED display monitoring  Floor noise in apartment houses  CE certificated device /Backlight 
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