
Air-Cooled Shakers

SignalForce

The Model LE-308/358 Shakers are designed to perform production vibration testing of small 

to medium items over the frequency range from DC to 3 kHz. The shaker utilizes field proven 

beryllium copper half loop flexures and high stiffness linear bearing for armature guidance. 

Heavy duty replaceable stainless steel inserts afford rigid, rattle-free attachment to test 

fixtures. The 308/358 shaker can be used in a vertical only configuration (VI), in an air isolated trunnion 

assembly with low frequency isolation (VH), or in a monobase to be combined with a slip table to be used for 

sequential three axis testing. The LE-308/358 shakers are forced air cooled via a remote blower and offer 

years of trouble free operation.  
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Peak Sine Force: 3000 lbf (13.4 kN)
Random Force rms: 2700 lbf (12.0 kN)
Velocity Peak: 71 in/sec. (1.8 m/sec)

Peak Sine Force: 3500 lbf (15.6 kN)
Random Force rms: 2900 lbf (12.9 kN)
Velocity Peak: 71 in/sec. (1.8 m/sec)

Max Payload: 500 lbs (227 kg)
Max Displacement: 2 inches (51mm)
Armature diameter: 9. 24 inches (235 mm)

Vertical Isolation Mounts
Isolated Trunnions (VH) with Lin-E-Air Isolation
Monobase with slip tables
Air glides and guidance systems
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ARMATURE TABLE INSERT PATTERN
13 INSERTS,   3/8-16UNC (STD)

            3/8-24UNF (OPTIONAL)
            M8 X 1.25 (OPTIONAL)
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Shakers & Accessories
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Sine Performance Envelope

Bare-Table is BLACK … 
Blue= 55 lbs mass

0.1

1

10

100

1000

1 10 100 1000 10000
Pe

ak
 A

cc
el

er
at

io
n 

(g
)

Frequency (Hz)

LE-358/DSA10-20K 
Sine Performance Envelope

Bare-Table is BLACK … 
Blue= 55 lbs mass

   3” displacement available. Please consult factory.

®



Air-Cooled Shakers

SignalForce

The Model LE-308/358 Shakers are designed to perform production vibration testing of small 

to medium items over the frequency range from DC to 3 kHz. The shaker utilizes field proven 

beryllium copper half loop flexures and high stiffness linear bearing for armature guidance. 

Heavy duty replaceable stainless steel inserts afford rigid, rattle-free attachment to test 

fixtures. The 308/358 shaker can be used in a vertical only configuration (VI), in an air isolated trunnion 

assembly with low frequency isolation (VH), or in a monobase to be combined with a slip table to be used for 

sequential three axis testing. The LE-308/358 shakers are forced air cooled via a remote blower and offer 

years of trouble free operation.  

LE-308
LE-358

LE-308

LE-358

Discover more at www.dataphysics.com

Data Physics Corporation
1741 Technology Drive, Suite 260, San Jose, CA 95110
TEL:  (408) 437-0100  FAX:  (408) 437-0509

Peak Sine Force: 3000 lbf (13.4 kN)
Random Force rms: 2700 lbf (12.0 kN)
Velocity Peak: 71 in/sec. (1.8 m/sec)

Peak Sine Force: 3500 lbf (15.6 kN)
Random Force rms: 2900 lbf (12.9 kN)
Velocity Peak: 71 in/sec. (1.8 m/sec)

Max Payload: 500 lbs (227 kg)
Max Displacement: 2 inches (51mm)
Armature diameter: 9. 24 inches (235 mm)

Vertical Isolation Mounts
Isolated Trunnions (VH) with Lin-E-Air Isolation
Monobase with slip tables
Air glides and guidance systems

25.50

3.50

1.16

NOMINAL AIR
SPRING INFLATED

HEIGHT

32.88

Ø24.00

33.5

Ø6.0

Ø8.00 B.C.

Ø4.00 B.C.

ARMATURE TABLE INSERT PATTERN
13 INSERTS,   3/8-16UNC (STD)

            3/8-24UNF (OPTIONAL)
            M8 X 1.25 (OPTIONAL)

11.0

[29.5]

[647.7]

[279.4]

[88.9]

[835.1]

[609.6]

[850.9]

[152.4]

A

VIEW A

ALL DIMENSIONS ARE FOR REFERENCE ONLY.
DIMENSIONS IN [ ] ARE IN MM.

1.

FLEXIBLE CABLE
BUNDLE

ofof25
Test & Measurement

INNOVATION

Y
E
A
R
S

1984 - 2009

®




