
Air-Cooled Shakers

SignalForce

The Model LE-612/616/624 shakers have been proven to be highly reliable, high perfor-

mance shakers, which are available in several different configurations. They are available in 

three table sizes: 13.25 inches for high acceleration testing, 17.25 inches for general purpose, 

automotive and MIL-STD testing, and 25.5 inches for larger payloads and screening tests. The 

Model LE-6XX series shakers utilize a double ended magnetic field structure for higher energy efficiency and 

less stray magnetic field, making it the ideal choice for testing sensitive electronics and guidance systems. 

The Model LE-6XX shakers are forced air cooled via a 7.5 HP blower, usually remotely located from the shaker 

to minimize the noise and heat in and around the shaker test area. 

LE-612
LE-616
LE-624

Peak Sine Force: 6000 lbf (26.7 kN)
Random Force rms: 6000 lbf (26.7 kN)
Velocity Peak: 71 ips (1.8 m/sec)

Armature diameters to choose from:

13.25 inch (337 mm)
17.25 inch (438 mm)
25.5 inch (648 mm)

Vertical Isolation Mounts
Isolated Trunnions (VH) with Lin-E-Air Isolation
Monobase with slip tables
Air glides and guidance systems
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REPLACEABLE SS INSERTS

STANDARD

Discover more at www.dataphysics.com

Data Physics Corporation
1741 Technology Drive, Suite 260, San Jose, CA 95110
TEL:  (408) 437-0100  FAX:  (408) 437-0509

ofof25
Test & Measurement

INNOVATION

Y
E
A
R
S

1984 - 2009

®



Shakers & Accessories

LE-612/DSA10-30k

LE-616/DSA10-40k
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LE-612/DSA10-30K 
Sine Performance Envelope

Bare-Table is BLACK … 
Blue= 100 lbs mass
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Sine Performance Envelope

Bare-Table is BLACK … 
Blue= 135 lbs mass
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Bare-Table is BLACK … 
Blue= 250 lbs mass

   3” displacement available. Please consult factory.

®



Air-Cooled Shakers
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The Model LE-612/616/624 shakers have been proven to be highly reliable, high perfor-

mance shakers, which are available in several different configurations. They are available in 

three table sizes: 13.25 inches for high acceleration testing, 17.25 inches for general purpose, 

automotive and MIL-STD testing, and 25.5 inches for larger payloads and screening tests. The 

Model LE-6XX series shakers utilize a double ended magnetic field structure for higher energy efficiency and 

less stray magnetic field, making it the ideal choice for testing sensitive electronics and guidance systems. 

The Model LE-6XX shakers are forced air cooled via a 7.5 HP blower, usually remotely located from the shaker 

to minimize the noise and heat in and around the shaker test area. 

LE-612
LE-616
LE-624

Peak Sine Force: 6000 lbf (26.7 kN)
Random Force rms: 6000 lbf (26.7 kN)
Velocity Peak: 71 ips (1.8 m/sec)

Air Cooled Shakers producing up to 
6000 lbf Sine and Random Force

Armature diameters to choose from:

13.25 inch (337 mm)
17.25 inch (438 mm)
25.5 inch (648 mm)

Vertical Isolation Mounts
Isolated Trunnions (VH) with Lin-E-Air Isolation
Monobase with slip tables
Air glides and guidance systems
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