
● 990 TOWFISH TRANSDUCERS 

● EG&G / EDGETECH EQUIVALENTS 

● IMPROVED PERFORMANCE 

● DEEP WATER CAPABILITY 

● IN-FIELD REPLACEABLE PINS 

All dimensions in mm 
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REPLACEMENT TRANSDUCERS REPLACEMENT TRANSDUCERS REPLACEMENT TRANSDUCERS REPLACEMENT TRANSDUCERS     

FOR EG&G 990 SYSTEMFOR EG&G 990 SYSTEMFOR EG&G 990 SYSTEMFOR EG&G 990 SYSTEM 

 

 

 

The T60 is a deep water, sidescan  

transducer operating at a frequency of  

59 kHz. 

 

Compatible with the EG&G 990 towfish  

system the T60 offers a superior acoustic 

performance to the original manufacturer’s 

design. 

 

The two in-field replaceable connectors have 

been recessed into the anodised aluminium 

housing to eliminate damage. 

 

 

This product is stocked by our 

world-wide distributor 

 
GSE Rentals Ltd, AberdeenGSE Rentals Ltd, AberdeenGSE Rentals Ltd, AberdeenGSE Rentals Ltd, Aberdeen    
Tel: +44 (0) 1224 771247 
Fax: +44 (0) 1224 723116 

E Mail: info@gserentals.co.uk 
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Data illustrated is taken from actual in-water measurements 
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Technical SpecificationTechnical SpecificationTechnical SpecificationTechnical Specification    

EG&G / EdgeTechEG&G / EdgeTechEG&G / EdgeTechEG&G / EdgeTech 990990990990 Type NumberType NumberType NumberType Number    

Neptune SonarNeptune SonarNeptune SonarNeptune Sonar    T60T60T60T60    Type NumberType NumberType NumberType Number    

FrequencyFrequencyFrequencyFrequency    59595959    kHzkHzkHzkHz    

Horizontal Beam (-3dB) 1.2 Degrees 

Vertical Beam (-3dB) 43 Degrees 

*Source Level 227 dB re uPa @ 1m 

*When included as part of the 990 Tow Fish System 

Depth Rating 

Connection Type 2 Single Pins “Replaceable in-field” 

Storage Temperature -40 to +80 ºC 

Operating Temperature -5 to +70 ºC 

3000 Metres 


